@ Lespers DFS15HF12DEAI1

Semiconductor 1200V/15mQ Half Bridge SiC Module
Description Features
The DFS15HF12DEAT1 is 34mm package SiC power H  1200V/15mQ
module. It offers lower losses and higher energy for B High Frequency Operation
applications such as motor drives, inverter, UPS and B Si3N4 AMB substrate
welding applications. B Fast intrinsic diode with low reverse recovery
Applications
B Motor drives
B Inverter
m  UPS
B Welding application

Circuit diagram
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Figure 1. Out drawing & circuit diagram for DFS1SHF12DEAL1
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Serniconductor
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1200V/15mQ Half Bridge SiC Module

Pin Configuration and Marking Information
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Figure 2. Pin configuration
Module
Parameter Conditions Value Unit
Isolation Voltage RMS, f=50Hz, t =1min 2.5 kV
Material of module baseplate - Cu -
C dist terminal to heatsink 26
reepage distance terminal to terminal 21 mm
terminal to heatsink 23.6
Clearance . . mm
terminal to terminal 10
CTI - >200 -
Module lead resistance, terminals — chip Tc=25°C 0.8 mQ
Mounting torque for module mounting MS, M6 3t06 Nm
Weight - 160 g
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Serniconductor 1200V/15mQ Half Bridge SiC Module

Maximum Ratings (SiC MOSFET, T;=25°C unless otherwise specified)

Symbol Parameter Conditions Ratings Unit
Vbss Drain-Source Voltage G-S Short 1200 v
Vass Gate-Sourse Voltage D-S Short, AC frequency = 1Hz, Notel -10 to 23 \'%

Tc =25°C, Vgs =18V 126 A
Ips DC Continuous Drain Current
Tc=100°C, Vgs =18V 90 A
Tc =25°C, with ON signal 126 A
Isp Source-Drain Current(diode)
Tc =100°C, with ON signal 90 A
Ipsm Pulse Drain Current Tc =25°C, Pulse width =1ms, Vgs =18V, Note2 340 A
Prot Total Power Dissipation Tc=25°C 893 W
Timax Max Junction Temperature - 175 °C
Tste Storage Temperature - -55to 175 °C

Notel: Recommended Operating Value, +18V/-4V

Note2: Pulse width limited by maximum junction temperature

SiC MOSFET Electrical characteristics (T;=25°C unless otherwise specified, chip)

Value
Symbol Item Condition Unit
Min. Typ. Max
V@rpss | Drain-Source Breakdown Voltage | Vs =0V, Ip =100pA 1200 - - \"
Tj=25°C 2.0 2.8 3.7
Vs | Gate-source threshold Voltage Ip=27mA, Vps=Vas T;=150°C - 2.1 - \%
Tj=175°C - 2.0 -
Ipss Zero gate voltage drain Current Vps=1200V, Vgs=0V Tj=25°C 0 1 50 HA
Iss+ Vs =18V, Vps=0V Tj=25°C 0 1 200
Gate-Source Leakage Current nA
Igss- Vas =-4V, Vps =0V Tj=25°C -200 -1 0
Tj=25°C - 15 18
Rpsen) | Static drain-source Ip=80A -
_ _ Tj=150°C - 25 - mQ
(Chip) | On-state resistance Vas=+18V
Tj=175°C - 28 -
Tj=25°C - 1.89 -
Vbpson) | Static drain-source Ip=80A -
) Tj=150°C 3.15 A%
(Chip) | On-state Voltage Vas=+18V
Tj=175°C - 3.53 -
Ciss Input Capacitance - 43 -
- Vbp=1000V, Vgs =0V
Coss Output Capacitance - 0.214 - nF
f=1MHz, Vac=25mV
Ciss Reverse transfer Capacitance - 0.019 -
Eoss Coss Stored Energy
Raint Internal gate resistor f=1MHz, Ip=0V - 1.4 - Q
Qg Total gate charge - 222 -
Qgs Gate-source charge Vop =800V, In=80A, Vgs=+18/-4V - 55 - nC
Qqd Gate-drain charge - 88 -
td(on) Turn-On Delay Time Vps =800 V 17 ns
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tr Rise Time Vas =-4V/18V 27
td(off) Turn-Off Delay Time Ip =80A 42
tr Fall Time Rg=2Q 9
Eon | Turn-On Switching Energy Inductive load 1140 -
o . uJ
Eorr Turn-Off Switching Energy switching operation 140 -
RuG) | FET Thermal Resistance Junction to Case, Notel 0.168 - °C /W
Notel: Assumes Thermal Conductivity of grease is 2.8 W/m + K and thickness is 50um.
Body Diode Electrical characteristics (T;=25°C unless otherwise specified, chip: Target)
Value
Symbol Item Condition Unit
Min. Typ. Max
Tj=25°C - 4.1 -
Vsp Body Diode Forward Voltage Vs =-4V, Isp =40A Tj=150°C - 3.7 - \Y%
Tj=175°C - 3.6 -
Continuous Diode Forward
Is Vs = -4V Tj=25°C - - 97 A
Current
T Reverse recovery time Tj=25°C - 21 - ns
Vpp =800V, Ip=80A
Vs =+18/-4V, Rg=1Q
Qrr Reverse recovery charge Tj=25°C - 470 - nC
Inductive load
Diode switching power switching operation
Lir TJ =25°C - 40 - A
dissipation
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UV, W P A
L L |S
|- >3
Re g |k
| |-
S x | Load Vee
—o——mMmM__J — —
+Ves R | - ]
G G I“ <
o—1 g T
- -V o
VGS GS S J |D
NS )

Preliminary datasheet verBEN

Figure 3. Switching time measure circuit

www.leapers-power.com

4/8



http://www.leapers-power.com/

Serniconductor

@ Legpers

DFS1SHF12DEAI1

1200V/15mQ Half Bridge SiC Module

260

220

200

180

IDS(A)

240 A

Vee )
ov 7 \ t
F Qrr=Integration
¢ A 88 90% of Irr during trr
. te
A D)) 10% t 0A t
0 (C z 0.1 *lew
_x;
e B
tr t(orr)
tacon) ts
Figure 4. Switching time definition
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F igure IO.RDS(ON) VS Tj
Ips=80A

Preliminary datasheet verB EN

www.leapers-power.com

6/8


http://www.leapers-power.com/

@ Lespers DFS15HF12DEAI1

SEmiEecErer 1200V/15mQ Half Bridge SiC Module
260 — 18
220
200 / 14
180 / o
160
gmo / ->-.10
< 120 / :8 T
100 /

0 ’ N ° 8 10 v 0 40 80 120 160 200 240
Vas(V) Q,{nc)
Figure 11. Ips vs Vgs Figure 12. Gate charge
VDS =20V VDSZSOOV, IDSZSOA, IgszlmA, Tj=25°C
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IMPORTANT NOTICE:

This product data sheet describes the characteristics of this product for which a warranty is granted. Any such warranty is granted
exclusively under the terms and conditions of the supply agreement. There will be no guarantee or of any kind for the product and

its characteristics.

The data contained in this document is exclusively intended for technically trained staff. You and your technical departments will
have to evaluate the product's suitability for the intended application and the completeness of the product data concerning such

application.

Due to technical requirements, our product may contain dangerous substances. For information on the types in question, please

contact the sales staff responsible for you.
Changes to this product data sheet are reserved.

Please contact the sales staff (Sales@leapers-power.com) for further information on the product, technology, delivery terms,

conditions and prices.
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